
American Public Transportation Association (APTA) 
Recommended Practice BT-RP-002-05 

Transit Bus Foundation Brake Lining Classification

CONFORMANCE REPORTS LISTING
14 ½ x 10 brake lining material listing

Torque rating (in·lb)

 20 psi 40 psi 80 psi 

Fricciones Tecnicas Y Maqinados, S.A. DE C.V. 07010 BN6 45,351 81,521 142,961 14.9 26-Jun-2008 26-Jun-2013
Marathon Brake Systems 08002 MARATHON KVT 46,117 89,536 157,920 10.2 8-Aug-2008 8-Aug-2013
Fras-Le North America 110487 AF 557A 38,299 76,680 133,025 11.1 15-Mar-2011 15-Mar-2016
Haldex 11001 4592AD HXI TM2900 588204 39,711 79,875 140,262 18 7-Dec-2011 7-Dec-206

16 ½ x 8 ⅝ brake lining material listing

Torque rating (in·lb)

 20 psi 40 psi 80 psi 

Marathon Brake Systems 08003 MARATHON KVT 37,718 75,657 148,278 9.2 3-Sep-2008 3-Sep-2013
Fras-Le North America 110495 AF 787T 37,815 76,971 139,271 12.5 15-Mar-2011 15-Mar-2016
Haldex 11002 4728D ANC HX1 TM2900 588206 30,866 67,835 142,131 8.2 12-Dec-2011 15-Dec-2016

Conformance Program administered by Link Testing Laboratories, Inc. Detroit, MI
Conformance Reports issued by AMECA, Washington, DC

A Conformance Report expires automatically whenever brake lining formulation changes, manufacturing process affects performance, 
 customer does not keep a current quality system accreditation, or the audit test fails.
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